
FH641D : DIMENSIONAL SPECIFICATIONS @@ Unit : mm ( in. )

KAWASAKI HEAVY INDUSTRIES,LTD.
Consumer Products & Machinery Group
P/N99909-2215 Printed in Japan 00-11(71)

E N G I N E   M A I N T E N A N C E
1.  CHECK  OIL  LEVEL
2.  CHECK  &  CLEAN  AIR  CLEANER
3.  CLEAN  FINS  &  SCREEN
4.  CHANGE  OIL  &  OIL  FILTER

REFER  TO  OWNER'S  MANUAL  FOR  FURTHER  INFORMATION
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WARNING
EFOR SAFE OPERATION,
@READ OWNER'S MANUAL.

EGASOLINE IS FLAMMABLE.
@KEEP AWAY FROM FLAME
@OR SPARKS.

EEXHAUST GAS IS POISONOUS.
@DO NOT RUN ENGINE IN
@AN ENCLOSED AREA.

ETO AVOID BURN. DO NOT
@TOUCH HOT MUFFLER.
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LOW  IDLE

HIGH  IDLE STUD  BOLT  
FOR  MUFFLER
4-M8 x 1.25

CHOKE  CLOSE
CHOKE  OPEN

V-VALVEV-VALVE
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